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RESEARCH MEMORANDUM
HIGH-SPEED AERODYNAMIC CHARACTERISTICS
OF HORN AND OVERHANG BALANCES
ON A FULI-SCALE ELEVATCR

By Joseph W. Cleary and Walter J. Krumm

SUMMARY

High—speed wind-tunnel tests have been conducted of horn— and
overhang-balance elevators on a full-scale, semispan, horizontal
tail. The effects of unslhielding the horn and of unsealing the
overhang were investigated.

Analysis of the date shows that shielded--horn balances can be
used advantageously to give a positive rate of change of hinge—
moment coefficient with angle of attack, or when used in conjuwiction
with an overhang balance to limit this quantity to a small value.
Although unshielding the horn caused considerable overbalancing and
a relatively large positive rate of change of hinge-moment coeffi-
clent with angle of attack, these quantities can be regulated by
appropriately choosing the horn area and chord. Compressibility
caused slight overbalancing with the horn balance shielded. The
overhang having a balance chord 33 percent of the elevator chord

aft of the hinge line did not overbalance the elevator below a Mach
number of 0.825.

Removing the nose seal from the elevator caused a slight reduc—
tion in the elevator effectiveness but no important changes in the
elevator hinge momentsa.

In general, the elevator effectiveness decreased and the lift-

curve slope increased as the Mach number increased within the limits
of the tests.

INTRCDUCTION

Various methods have been devised for relieving the excessive
control forces experienced in airplanes when maneuvering at high
speeds. These methods usually incorporate soms form of control-surface
balance the main function of which is to reduce the aerodynamic
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hinge-moment coefficient and still give a desirable rate of change
of hinge-moment coefficient with angle of attack. Many of such
balancing devices are subject to the adverse effects of compress-
ibility. These effects can be most accurately eveluated by testing
the actual control surface.

A full-scale semispan horizontal tail from a fighter airplane
was tested in the Ames 16-foot high-speed wind tunnel to investigate
the effectiveness of shielded-— and unshielded-horn and overhang
balances and to evaluate their effects on the floating characteristics
of the elevator at high subsonic Mach nmumbers.

Lift, drag, pitching moments, and elevator hinge moments were
measured. Critical Mach numbers were determined at two stations from
measurements of the chordwise pressure distribution.

Large—-amplitude vibrations and the resultant structural
deterioration limited the maximum Mach number to 0.75 for most of
the tests. For tests with a reduced semlspan, however, the maximum
Mach nmumber was extended to 0.825., The Reynolds number range
extended from 6,400,000 to 16,900,000 as shown in figure 1.

APPARATUS

The full-scale semispan tail was mounted in the Ames 16-foot
high—-speed wind tunnel as shown in figure 2, The gap between the
tunnel wall and the root of the tail was approximately 0.12 inch.
The effects of leakage between the tunnel and the test chamber were
minimized by an end plate.

The tail was formed to the NACA 0012-64 airfoil section modified
to 10.6l—percent thickness by extending the basic chord. Straight
lines extended from 63 percent of the chord to the trailing edge,
forming a flat-sided elevator having an included angle at the
trailing edge of 11.8°.

The various elevator balances tested were modifications of
the basic overhang balance. These elevator balances, as illustrated
by figure 3, included a plain overhang with and without a shielded
tip, a shielded normal-nose horn, unshielded normal- and elliptical-—
nose horns, and a plain overhang (sealed and unsealed) on a reduced
semispan tail. The unshielded elliptical-nose horn and the overhang
with the unshielded tip are shown in figure L as installed in the
wind tunnel.

The overhang balance had a chord of 33 percent of the elevator
chord aft of the hinge line. An elevator nose seal extended over
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the overhang-belance portion of the elevator unless otherwise noted.
The gap between the elevator nose and the stabilizer wes 0.75 inch.
Table I gives the pertinent dimensions and areas of the various
balances. The coordinates of the elevator-balance profiles are
presented in table II. These coordinates are plotted in figure 5
to shovw e comperison of the normal-nose and ellipticel-nose horns.

The stabilizer and elevator were fabricated from ribs and spars
of eluminum alloy riveted together and covered with a flush-riveted
alumimm-alloy skin. The surfaces were smooth but noticeadble waviness
existed over both the stabilizer and the elevator.

The data were taken with the elevator set at fixed angles.
Elevator angles were measured at the root with a protractor mounted
on the stebilizer, and were later corrected for the deflection due
to air loads. Elevator hinge moments were evaluated by measuring,

with a calibrated electric strain gage, the strain imposed on & steel
cantilever restraining arm.

Moasurements of pressure distribution were made for ell balances
except the elliptical-nose horn from orifices in chordwise rows on

the upper and lower surfaces of the tail at stations 52.6 and 108.0
inches from the root.

Lift, drag, and pitching moments were msasured about the
trunnion with mechanical balances.

CCEFFICIENTS AND CORRECTIONRS
The coefficients used in this report are defined as follows:
1ift coefficient (L/qS)
drag coefficient (D/qS)

pitching-moment coefficient (M/qS M.A.C.)

elevator hinge-moment coefficient (Be/q be Ce= )
pressure coefficient (’%)

total lift, pounds
total drag, pounds
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pitching moment about the 25-percent point of the M.A.C.,
foot-pounds

elevator hinge moment about the hinge line, foot—pounds

free-stream dynamic pressure (1/2pV2), pounds per square
foot

mags density, slugs per cubic foot
free—stream velocity, feet per second

total area of the semispan tail, square feet
semigpan of the horizontal tail, feet

mean aerodynamic chord, feet

elevator area aft of the hinge line (ome elevator), square
feet

mean square chord of elevator aft of the hinge line, square
feot

elevator span (one elevator), feet

locel static pressure, pounds per square foot

free—gtream static pressure, pounds per square foot
In addition, the following symbols are used:

aspect ratio

taper ratio

free—gtream Mach mumber

critical Mach number (the Mach number at which the flow over
the model first reaches the velocity of sound)

Reynolds number

angle of attack of the tail, degrees

elevator angle, degrees
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x/c  fractional part of chord

O, (3€p/A)g, =0, M

OLg, (3CL/3%e)a = 0, M
(3Cm/38e o = O, M

(%/%3)01, =0, M

(3Cn, /3a)g = O, M
(3, /3%e)q, = 0, M

The subscripts outside the parenthesis represent the factors
considered constant during the measurement of the paramsters.

Corrections for the effects of the tunnel boundary on the aero-
dynamic characteristics have been made by adding the following:

Ao = 1,03 Cp, (degrees)
ACp = 0.0180 C12

Corrections to the pitching-moment and elevator hinge-moment
coofficients are small and have been neglected.

Blockage corrections due to the tail have been applied to.the
wind—tunnel Mach number and dynamic pressure calibrations.

DISCUSSION AND RESULTS
Aerodynamic Characteristics

Overhang balance with shielded and unshielded tip.— Tests were
‘made of the overhang balance to serve as a baesis for evaluating the
asrodynamic characteristics of the horn balences. The tip of the
balance was thon unshielded to study the effects of compressibility
on unshielded balances. Figures 6 to 9 present the variation of
1lift, drag, and pitching-moment coefficients with Mach number for
the overhang balances with shielded and unshielded tip. Parameters
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expressing the variation of the lift-curve slope Cr,, elevator

effectivensss ade, and the rate of change of pitching-moment

coofficient and 1lift coefficient with elevator angle Cmg, and ’
CLge &are presented in figure 10,

No adverse changes occurred in the variation of 1lift, drag, and
pitching—moment coefficient with Mach number below the limit of 0.75.
For the shielded overhang balance, Cl,, increased from 0.68 at 0.30
Mach number to 0.87 at 0.75 Mach number while Crg o decreased from
0.034 to 0.024, These changes in the 1ift parameters produced a
numerical decreasy in apg from —0.50 to ~0.28 for the same Mach
number range. Data presented in reference 1 for a similar elevator
balance also show a decrease in aj, for a similar rangs of Mach
numbers. With the overhang tip unshielded, these effecta became
more pronounced because of the lower critical Mach number of the
unshielded section. Table III presents a summary of the more
important parameters which illustrate these effects.

The minimm drag coefficient of the tail with either balance
was approximately 0.0095. The perceptible rise in drag coefficient
(£ig. 8) with the overhang tip unshielded at approximately 0.65 Mach
number is attributed to the lower critical Mach number of the
unshielded section.

The static longitudinal stability of the tail —(3Cm/3CL)M
for both balances was only slightly affected by changes in Mach
number within the range of the testa. As a result of unshielding
the overhang tip, —(3Cp/dCr)M was altered from a aslight negative
to a positive value. This change is attributed to a rearward shift ’
of the aerodynamic center.

The hinge-moment coefficlenta for the two elevator balances
are presented in figure ll, while the variation with Mach number of
the rate of change of hinge-moment coefficient with angle of attack
and elevator angle (Ch, 2nd Chse) are shown in figure 12. :
Table III presents a summary of values for Cpy and Chge for all L
the balances. From the data presented, it appears that the principal v
effect of compressibility on the hinge-moment characteristics was a
numerical increase in Cha, for both the shielded and unshielded
overhang balances. Although the balance effectiveness was increased

at low Mach numbers by unshielding the tip, no particular advantage
was observed at the higher Mach numbers.

Effect of seal on the overhang balance.— The aerodynamic

characteristicas of the sealed and unsealed overhang balance are
presented in figures 13 to 17. Values of the principal parameters
vhich signify these characteristics are tabulated in table III for ¢




NACA RM No. ATH29

Mach numbers of 0.30 and 0.75. Removing the seal from the overhang
balance reduced the lift—curve slope C1, slightly at all Mach
numbers below 0.78. A reduction in CLs, ©f approximately 5 percent
occurred for Mach numbers below 0.825. A corresponding reduction in
ag, of approximately 7 percent occurred.

The elevator hinge-moment characteristics, as presented by
figures 18 and 19, show a stable variation of Chg, at 2ll Mach
numbers. With the overhang sealed, chbe increased numerically
from —0.0040 at 0.30 Mach number to —0.0058 at 0.825 Mach number, an
increase of approximately 45 percent. Unsealing the elevator
decreased Chbe for a limited range of elevator angles at low Mach
numbers but the over—-aell characteristics were not affected. The
parameter Cha_ had a small negative value with the elevator sealed
or unsealed for all Mach numbers.

Effect _of horn balanceg.— A shielded normal-nose “norn was added
to the overhang to invectigate the danger of overbalance with this
type of balance at high Mach nuabers. The horn was then unshielded
to determine what benefits might be gained. In order to alleviate
the large pressure peaks anticipated near the nose of the unshielded
normal-nose horn, additional tests were made with an elliptical-nose
horn. The force, pitching-moment, and elevator hinge—moment charac—
teristics for the horn balances are presented in figures 20 to 28 and
a sumary of these characteristics is given in table III.

Adding the shielded horn to the overhang did not appreciably
affect the 1ift, drag, or pitching-moment characteristics of the
tail. The numerical increases in CLg and af, Bre attributed to
the increased area of the elevator. Unshielding the normal-nose horn,
however, caused a 12-percent increase in (i, at 0.70 Mach number.
Unshielding the horn lowered the critical Mach number of the horn
section, thus activating compressibility effects at a lower Mach number.

These effects of compressibility on the lift characteristics
of the unshielded horn caused an appreciable increase in —(dCm/3CL)M
when the Mach number wae increased from 0.20 to 0.75. The aerodynamic
center ot the tall was shifted rearward. This shift was in addition
to that which occurred when the horn was unshielded.

A comparison of figures 11 and 27 shows that the shielded normal-
nose horn is a powerful means of creatlins aerodynamic balence at elevator
angles greater than +2° and less than $10°, Slight overbalancing
occurred for some angles of attack at all Mach numbers. However, within
the range of Mach numbers of the tests, the effects of compressipility
on the hinge-moment characteristlcs do not appear too severe. The low
value of Ch,, as indicated by figure 28, is attributed in part to
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the balancing properties of the overhang. Without the overhang as an
additional balance, it is possible Cp, would assums a significant
positive value (reference 2).

It is apparent from the hinge-moment coefficients for the horn
balances that additional balance can be gained by unshielding the
horn. This additional balance appears to decrease with increasing
Mach number. However, the effects of compressibility are not
conclusive in view of the limited Mech number range. As will be .
shown later, large pressure peaks occur over the horn. With the horn
unshielded, these peaks are sensitive to changes in either elevator
angle or angle of attack. Consequently, a large positive value of

(0.0072 at 0.30 Mach number with the normal-nose horn) occurred
with the horn unshielded. This condition, as would be expected,
becomes more pronounced at the higher Mach numbers. Altering the
normal-nose horn to an elliptical section, or effectively decreasing
the nose radius, proved to be of little value for changing either

Gt o Casg -

Although overbalancing occurred with either unshielded horn,
the overhang with the unshielded tip d4id not overbalance for the
Mach numbers of the test. It is apparent, therefores, that by an
appropriate selection of unshielded-horn-balance area and chord,
overbalancing cen be eliminated to a Mach number of at least 0.75
vhile same choice of Cp, and chbe can be retained.

Distortions of the Tail

In conmnection with the aerodynamic characteristics of the tail,
the effects of surface distortions and structural failures should be
considered. At high Mach numbers, noticeable wrinkling of the
swrfaces and twisting of the stabilizer and elevator were observed.
These distortions appeared most severe with the horn unshielded. It
is reasonable to assume, therefore, that the effects of Mach number
as presented in the figures are dus to a combination of compressibility
and tail distortion. Several structural failures of the model may
have caused some misalinement and warping of the surfaces. The

wusymetry of part of the data may be a result of these structural
failures.

Critical Mach Numbers

Figures 29 and 30 present the chordwise pressure distribution
over ths overhang balance. Pressures over the shielded and
unshieldsd normal-nose horn are presented in figures 31 to 34. Both
the overhang and horn balances developed presswre peaks well forward
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of the elevator hinge line. These pressure peaks were the sowrce of
the large amount of balance developed dy the horn balances. It is
apparent from the pressure data that the unshielded normal-nose horn
was sensitive to changes in either elevator angle or angle of attack.
This sensitivity is the reason for the large positive value of Chy
that occurred with the unshielded balances.

The critical Mech numbers of the various balances are shown in
figure 35 for 0° angle of attack and several elevator angles. Since
the critical Mach numbers were not reached for some balances at
elevator angles near 0°, the data have been extrapolated when neces—
sary. The critical Mach number of the shielded horn and overhang
balances at 0° elevator angle was approximately 0.79. Deflecting
the normal-nose horn balance lowered its critical Mach number at
a more rapid rate than for any of the other balances. Unshielding
the normal-nose horn reduced its critical Mach number approximately
28 percent at 0° elevator angle. A similar reduction occurred when
the overhang tip was unshielded.

No significant changes occurred in the spanwise variation of
critical Mach number when the overhang balance was employed.
Unsealing the overhang d4id not alter its critical Mach number

appreciadbly.

CONCLUSIONS

The results presented in this report lead to the following
conclusions:

l. The overhang balance having a chord equal to 33 percent
of the elevator chord aft of the hinge line showed an increase of
approximately 45 percent for the mumerical rate of change of elevator
hinge—-moment coefficlent with elevator angle Chg  between Mach
numbers of 0.30 and 0.825. Removing the seal frof this balance
reduced the elevator effectiveness ag, approximately 7 percent at

all Mach numbers.

2. ©Shielded-horn balances can be used advantageously to give
a positive value of the rate of change of hinge-moment coefficient
with angle of attack or when used in conjunction with an
overhang balance to 1imit Cp, to e small value. They are a
powerful means of developing aerodynamic balance at low and high
subsonic Mach numbers.

3. Unshielding the horn caused overbalancing and a large
positive velue of cha. However, overbalancing can bYe eliminated
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by the proper selection of horn balance area and chord with some
choice of Cp, being retained.

4, The rate of change of lift coefficient with elevator angle
and the elevator effectiveness ap, decreased for both horn

and overhang balances as the Mach number was increased.

Amess Aesronautical laboratory,
National Advisory Comnmittee for Aeromautics,
Moffett Fleld, Calif.
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(bv) Rear view.

igurs 2.— The horizontul tail with the shielded-horn-bualiice elevitor.
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Figure 3. — Elevators tested on the semispan horizontal fail.
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(b) Overhang with unshielded tip.
The horizontal tail with two unshielded-balance elevators.
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an unshielded tip. &, O0°
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for the overhong-bolance elevotor with and without o shielded
1ip.
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Figure |2.— Variation of elevator hinge-moment parameters with Mach
number for the  overhang-balance elevator with and without a
shielded {tip.
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Figure I4.— Lifl, drag, and pitching-moment coefficients for the
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overhang-balance elevator bhaving a reduced semispan.
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Figure [/9.— Variation of elevator hinge-moment paramelers with Mach
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having o reduced semispan.
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Figure 2I,— Lifl, drog, and pitching—moment coefficients for the
semispan horizontal tail with the shielded normal/-nose horn-balance
elevofor. O, O°
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Figure 22.— Lift, drag, and pitching—momen! coefficients for fthe
semispan horizontal tail with the unshlelded normal-nose horn—bolonce
elevater. 64, O° /
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Figure 23.— Lifl, drag, and pitching-mament coefficienfs for the semispan
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Figure 24.—Liff, drag, ond pifching—moment coefficients for the semispan
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elevator. &4, O°
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Figure 26.— Variation af pitching—mament, lifl, and elevator effectiveness
parameters with Mach number for the shielded and unshielded
harn-balonce elevators.
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———— ————COverhang balance, unshlelded 1/p, statlon 108.0 Inches

Overhang balonce, sfallon /08.0 Inches

Sealed averhang balance, statlan 52.6 Inches

—_————_——— Unsealed overhang balance, statlon S2.6 Inches
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Figure 35—Variation of critical Mach number with elevator angle for
several elevator-balance configurations on the semispan horizontal
tail. a, oO°
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